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CREATIVE RESINS GLASSPAINTS
RESINA ACRILICA PARA APLICACION SPRAY

Alcance: Este Certificado de Garantia confirma que todos los materiales suministrados han
sido testados siguiendo rigurosos criterios sobre muestra fisica y cumplirdn todas las
especificaciones aqui reflejadas, independientemente de fecha de pedido, siguiendo las
mismas garantias y controles durante su fabricacion, a menos que especificamente se indique
lo contrario.

Test: Las muestras de prueba se realizaron sobre vidrio transparente plano (limpiado
previamente con alcohol etilico puro al 99%) sobre resina aplicada a pistola y secada a
temperatura ambiente. Los resultados mostrados mediran el cambio de color, la adhesion y la
resistencia al rayado.

Test Realizado: Cambio de color, Adhesion y Resistencia al rayado
Segun Norma ISO 105 A02

Cambio de Color Adhesion Resistencia al Rayado
60min a 1202C Excelente Excelente Excelente
30min a 1502C Excelente Excelente Excelente
10min a 2002C Excelente Excelente Excelente
20min a 2002C Excelente Excelente Excelente

Resistencia UVA Grado 8 alcanzado en BS1006 Escala de 1 (-) a 8 (+)
Ciclo envejecimiento 6000 horas en cdmara Atlas
Tipo de camara Wether O Meter +

Grado de Xenon conseguido - Excelente

Garantia: Los productos Glasspaint de Creative Resins estan fabricados para uso decorativo, sin
que se desprendan del vidrio, se deslaminen o se desgasten por el UVA mas de un 5% del
original durante un periodo de 10 afos siempre que sean instalados en condiciones normales.

Esta garantia esta sujeta a las siguientes condiciones:
1) La Resina y los Pigmentos han sido mezclados siguiendo las instrucciones escritas.

2) El producto ha sido aplicado segtn nuestras instrucciones y los productos de limpieza
utilizados son compatibles con nuestras resinas.
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CREATIVE RESINS GLASSPAINTS

ACRYLIC RESINS PRODUCTS

Scope:

Test:

This Certificate of Conformity confirms that the goods supplied have been
tested to the following criteria, and conform to specification, agreed
sample, and purchase order conditions and requirements; unless
specifically otherwise stated.

Test samples were produced on flat, clear glass (cleaned using an
approved glass cleaner), with resin applied, and dried, at room
temperature. Results relate to: Colour Change, Adhesion, and Scratch
Resistance.

Test Description Colour Change Adhesion Scratch Resistance

ISO 105 A02

Colour Change Adhesion Scratch Resinstance
60min @ 120C Excellent Excellent Excellent
30min @ 150C Excellent Excellent Excellent
10min @ 200C Excellent Excellent Excellent
20min @ 200C Excellent Excellent Excellent

UV Fastness (BS1006) Grade 8 achieved on BS1006 scale of 1-8
Weathering 1000hr Atlas

Weatherometer +

Xenon Grade achieved - Excellent

Warranty: Creative Resins Outline & Colorspray resins are intended for
decorative use only, and guaranteed not to chip, delaminate, or fade
more than 10% from original over a 10 year period when subjected to
normal weathering conditions.

This guarantee is subject to the following conditions —

1) Resins & Pigments are mixed in accordance with printed instructions.
2) Only approved substrates, cleaning products, and application
methods to be used.

Jose Gonzalez

/ Issued: 02/01/2014

Quality Assurance Manager

C/ 30 de Enero de 1964 - Naves Maga 17. 09007 Burgos. Spain - Teléfono: +34 947 48 38 14

info@creativeresinseurope.com - www.creativeresinseurope.com




